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MXZ
connection

Flare
connection

Centraliz ed
On/Off

Optional

M-NET
connection

Optional

Self
Diagnosis

with wired R/C:check code

SLZ-KA VA

Weekly
Timer
SLZ-KA VA

20m
12m

KA25/35

30m
30m

KA50

Heating at

-15�CDC
Inverter

PAM
Control Auto Restar tACO

Cooling at

-10�C
Cooling at

46�C/-10�C
KA25/35

Fresh Air Intake

AUTO
VANE 2x2

Size

12-hour Timer
SLZ-KA VAL

12

2,500 hours Filter

Long Life

Pure
White

SLZ-KA Series
Compact ceiling cassette

Bulkhead Type Specifications

Type

Model Name

Indoor Unit  

Outdoor Unit  

Power Supply [V , Phase, Hz]

SEZ-KD25VA

SEZ-KD25VA(L)*

SUZ-KA25VA

0.9 - 2.5 - 3.2

  0.24 - 0.778 - 1.07  

3.21

3.70

23 - 26 - 30

46 (59)

92 - 117 - 150

0.9 - 3.0- 4.5

0.26 - 0.83 - 1.35  

3.61 

3.95

23 - 26 - 30

46 (59)

92 - 117 - 150

3.95

8.59

40

200 x 790 x 700

18

33

SEZ-KD35VA

SEZ-KD35VA(L)*

SUZ-KA35VA

1.0 - 3.5 - 3.9

0.26 - 1.09 -1.35 

3.21

5.05

23 - 28 - 33

47 (60)

117 - 150 - 183

0.9 - 4.0 - 5.0

0.24 - 1.108 - 1.52  

3.61 

5.10

23 - 28 - 33

48 (61)

117 - 150 - 183

 5.10

9.69

50 

21

37

SEZ-KD50VA

SEZ-KD50VA(L)*

SUZ-KA50VA

1.1 - 5.0 - 5.6

0.51 - 1.78 - 2.33 

2.81

7.90

30 - 34 - 37

167 - 208 - 250

1.1 - 6.0 - 7.2

0.47 - 1.87 - 3.45   

3.21 

8.30

30 - 34 - 37

167 - 208 - 250

8.30 

16.7

 

23

53

12.7 / 6.35

SEZ-KD60VA

SEZ-KD60VA(L)*

SUZ-KA60VA

1.1 - 5.5 - 6.3

0.50 - 1.89 - 2.52

2.91

8.30

30 - 34 - 38

53 (68)

200 - 250 - 300

0.9 - 7.0 - 8.0

0.32 - 2.05 - 2.69 

3.42 

9.20

30 - 34 - 38

55 (68)

200 - 250 - 300

9.20 

16.7

 

53

20

15.88 / 6.35

30 / 30

-10 ~ 43

SEZ-KD71VA

SEZ-KD71VA(L)*

SUZ-KA71VA

0.9 - 7.1 - 8.3

0.84 - 2.53 - 3.55

2.81

11.05

30 - 35 - 40

200 - 267 - 333

0.9 - 8.1 - 10.4

0.74 - 2.37 - 3.85 

3.42 

10.40

30 - 35 - 40

200 - 267 - 333

11.05 

16.93

100 

58

15.88 / 9.52

Inverter Heat Pump (R41 0A)

Cooling 

Heating

Star ting Cur rent

Max.  Running Cur rent

Indoor 

Outdoor  

Ext. Piping

Guarant eed Oper ating Rang e

[Outdoor]

Capacity [Min.  - Rated - Max.]

Total Input [Min.  - Rated - Max.]

Rated EER

Running Cur rent [Rat ed]

Sound Pr essure

Level†

Air Volume (IN) [Lo - Mid - Hi]

Capacity [Min.  - Rated - Max.]

Total Input [Min.  - Rated - Max.]

Rated COP

Running Cur rent [Rat ed]

Sound Pr essure

Level†

Air Volume (IN) [Lo - Mid - Hi]

Input [Rat ed]

Dimensions [H x W x D]

Weight  

Static Pr essure

Dimensions [H x W x D]

Weight

Breaker Size

Diamet er (Gas / Liquid)

Max.  Length / Height 

IN [Lo - Med - Hi]

OUT at 1m (PWL)

IN [Lo - Med - Hi]

OUT at 1m (PWL)

Cooling

Heating

kW

kW

A

dB(A)

dB(A)

l/S
kW

kW

A

dB(A)

dB(A)

l/S
A

A

W

mm

kg

Pa

mm

kg

A

mm

m
oC
oC

230V, Single, 50Hz, Outdoor unit power supply

* SEZ-KD VAL is with a wireless remote controller .

-15 ~ 24

550 x 800 x 285

10

9.52 / 6.35

20 / 12

-10 ~ 46

850 x 840 x 330

70

200 x 1,190 x 700

27

200 x 990 x 700

5 - 15 - 35 - 50

†Indoor sound pressure level generally measured at 1.5 metres. For exact details see Technical Data Manual.

INDOOR uNIT

OuTDOOR uNIT

Suz-KA50VA

HEAT PUMP
HEAT PUMPHEAT PUMP

Suz-KA25/35VA

Remote
Controller

Remote
Controller

WIReD	O R	 WIReLeSS

OPTIONaL 
CONTROLLeRS

12
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SEZ-KD Series
Compact Bulkhead

Bulkhead Type Specifications

Type
Model Name
Indoor Unit  
Outdoor Unit  
Power Supply [V, Phase, Hz]

SEZ-KD25VA

SEZ-KD25VA(L)*
SUZ-KA25VA

0.9 - 2.5 - 3.2
  0.24 - 0.778 - 1.07  

3.21
3.70

23 - 26 - 30
46 (59)

92 - 117 - 150
0.9 - 3.0- 4.5

0.26 - 0.83 - 1.35  
3.61 
3.95

23 - 26 - 30
46 (59)

92 - 117 - 150
3.95
8.59
40

200 x 790 x 700
18

33

SEZ-KD35VA

SEZ-KD35VA(L)*
SUZ-KA35VA

1.0 - 3.5 - 3.9
0.26 - 1.09 -1.35 

3.21
5.05

23 - 28 - 33
47 (60)

117 - 150 - 183
0.9 - 4.0 - 5.0

0.24 - 1.108 - 1.52  
3.61 
5.10

23 - 28 - 33
48 (61)

117 - 150 - 183
 5.10
9.69
50 

21

37

SEZ-KD50VA

SEZ-KD50VA(L)*
SUZ-KA50VA

1.1 - 5.0 - 5.6
0.51 - 1.78 - 2.33 

2.81
7.90

30 - 34 - 37

167 - 208 - 250
1.1 - 6.0 - 7.2

0.47 - 1.87 - 3.45   
3.21 
8.30

30 - 34 - 37

167 - 208 - 250
8.30 
16.7

 

23

53

12.7 / 6.35

SEZ-KD60VA

SEZ-KD60VA(L)*
SUZ-KA60VA

1.1 - 5.5 - 6.3
0.50 - 1.89 - 2.52

2.91
8.30

30 - 34 - 38
53 (68)

200 - 250 - 300
0.9 - 7.0 - 8.0

0.32 - 2.05 - 2.69 
3.42 
9.20

30 - 34 - 38
55 (68)

200 - 250 - 300
9.20 
16.7

 

53
20

15.88 / 6.35
30 / 30

-10 ~ 43

SEZ-KD71VA

SEZ-KD71VA(L)*
SUZ-KA71VA

0.9 - 7.1 - 8.3
0.84 - 2.53 - 3.55

2.81
11.05

30 - 35 - 40

200 - 267 - 333
0.9 - 8.1 - 10.4

0.74 - 2.37 - 3.85 
3.42 
10.40

30 - 35 - 40

200 - 267 - 333
11.05 
16.93
100 

58

15.88 / 9.52

Inverter Heat Pump (R410A)

Cooling 

Heating

Starting Current

Max. Running Current

Indoor 

Outdoor  

Ext. Piping

Guaranteed Operating Range

[Outdoor]

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

Rated EER

Running Current [Rated]

Sound Pressure

Level†

Air Volume (IN) [Lo - Mid - Hi]

Capacity [Min. - Rated - Max.]

Total Input [Min. - Rated - Max.]

Rated COP

Running Current [Rated]

Sound Pressure

Level†

Air Volume (IN) [Lo - Mid - Hi]

Input [Rated]

Dimensions [H x W x D]

Weight  

Static Pressure

Dimensions [H x W x D]

Weight

Breaker Size

Diameter (Gas / Liquid)

Max. Length / Height 

IN [Lo - Med - Hi]
OUT at 1m (PWL)

IN [Lo - Med - Hi]
OUT at 1m (PWL)

Cooling
Heating

kW
kW

A
dB(A)
dB(A)
l /S
kW
kW

A
dB(A)
dB(A)
l /S
A
A
W

mm
kg
Pa

mm
kg
A

mm
m
oC
oC

230V, Single, 50Hz, Outdoor unit power supply

*SEZ-KD VAL is with a wireless remote controller.

-15 ~ 24

550 x 800 x 285

10
9.52 / 6.35

20 / 12
-10 ~ 46

850 x 840 x 330

70
200 x 1,190 x 700

27
200 x 990 x 700

5 - 15 - 35 - 50

†Indoor sound pressure level generally measured at 1.5 metres. For exact details see Technical Data Manual.

DC
Inverter

PAM
Control Auto RestartACO

Cooling at

46 C̊/-10 C̊
KA35

Cooling at

-10̊C
Heating at

-15̊C
200mm

CompactAir Cleaning
No replacement 
necessary •clean

every 100h operation

MXZ
connection

Flare
connection

Weekly
Timer

Centralized
On/Off

Optional

M-NET
connection

Optional

Self
Diagnosis
check code

20m
12m

KA25/35

30m
30m

KA50/60/71

indoor unit

outdoor unit

SUZ-KA50/60/71VA

HEAT PUMP
HEAT PUMPHEAT PUMP

SUZ-KA35/VA

Remote
Controller

Remote
Controller

wired	O R	 wireless

optional 
controllers

13
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MXZ-VA Series
Muliple indoor units can be  
connected to a single outdoor unit

•	 Connect from 2 to 5 indoor units

•	 Choose from many 	
combination patterns

•	 Energy saving

•	 Quiet operation

•	 Compact outdoor unit 	
saves space

MXZ-2A52VA

MXZ-3A54VA

MXZ-4A71VA

MXZ-4A80VA

MXZ-5A100VA

MSZ-F MSZ-G MFZ SEZ PEA SLZ

25

�

�

�

�

�

35

�

�

�

�

�

22

�

�

�

�

�

25

�

�

�

�

�

25

�

�

�

�

�

35

�

�

�

�

�

35

�

�

�

�

�

Wall Mounted
Floor

Standing
Bulkhead

D
uc

te
d

Ceiling
Cassette

50

�

�

�

�

50

�

�

�

�

25

�

�

�

�

�

35

�

�

�

�

�

50

�

�

�

�

60

�

�

�

35

�

�

�

�

�

50

�

�

�

�

60

�

�

�

71

�

�

50

�

�

�

�

25

�

�

�

�

�

71

�

�

71

�

�

PLA PCA

Ceiling
Suspended

60

�

�

�

71

�

�

60

�

�

�

71

�

�

50

�

�

�

�

Compact Outdoor Unit Saves Space
MXZ Series can be connected to 2, 3 or 4 indoor units, optimizing 
use of outdoor space and enhancing exterior aesthetics.

Select From Wide Range of Stylish 	
Indoor Units
The key to attractive installation and optimum indoor dimension 
use. Select the ideal indoor units from 26 models in 8 types: wall 
mounted, console, ducted, ceiling cassette and bulkhead.

Ducted

Bulkhead

SEZ-KD35/50/60/71

PEA-RP71

Ceiling Suspended

PCA-RP50/60/71

Power
Ceiling Cassette
(950mm x 950mm)

Ceiling Cassette
(650mm x 650mm)

SLZ-KA25/35/50PLA-RP60/71

Floor Standing

MFZ-KA25/35/50

Outdoor Unit
2port

MXZ-2A52VA

MXZ-3A54VA
MXZ-4A71VA

3port /4port
4port /5port

MXZ-4A80VA
MXZ-5A100VA

Wall Mounted

MSZ-GE22/25/35/50

MSZ-GE60/71

MSZ-FB25/35/50

NEW

14
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MXZ Specifications

up to 4 indoor units

Cooling Capacity

Power Input

Rated EER [In+Out]

Running Current

SPL at 1m

Air Volume [Outdoor]

Heating Capacity

Power Input

Rated COP [In+Out]

Running Current

SPL at 1m

Air Volume [Outdoor]

DimensionsOutdoor

Weight
Ext.
Piping

Diameter

Max. Length

Rated

Min. - Max.

Silent - High

Rated

Min. - Max.

Silent - High

Height

Width

Depth

Total - Each

Cooling
Heating

Max. Height*

Guaranteed Operating Range 
[Outdoor]

kW
kW
W

A
dB(A)

kW
kW
W

A
dB(A)

mm
mm
mm
kg

mm2

mm2

m
m
°C
°C

Type

Model Name
Power Supply [V, Phase, Hz, Source] 230V, Single, 50Hz, Outdoor Power Supply 

up to 3 indoor units

MXZ-3A54VA

5.4
2.9 - 6.8
1,295
3.87
5.69

43 - 46
702
6.8

2.6 - 9.0
1,455
4.38
6.39

44 - 48
687
710
840
330
57

6.35 x 3
9.52 x 3
50 - 25
15 / 10*

-10 ~ +43
-15 ~ +24

up to 5 indoor units

MXZ-5A100VA

10.0
3.7 - 11.0

2,935
3.23
12.88

46 - 51
943
12.0

3.4 - 14.0
2,835
4.00
12.45

47 - 54
988
900
900
320
68

6.35 x 5
9.52 x 4 + 12.7 x 1

80 - 25
15 / 10*

-10 ~ +43
-15 ~ +24

up to 2 indoor units

MXZ-2A52VA

5.2
1.1 - 6.0
1,505
3.31
6.75

45 - 49
548
6.4

1.0 - 7.2
1,705
3.61
7.64

48 - 50
555
550
800
285
40

6.35 x 2
9.52 x 2
30 - 20
15 / 10*

-10 ~ +43
-15 ~ +24

MXZ-4A80VA

8.0
3.7 - 9.2

2,190
3.45
9.62

44 - 46
702
9.4

3.4 - 11.6
1,930
4.56
8.48

45 - 48
730
900
900
320
67

6.35 x 4
9.52 x 3 + 12.7 x 1

70 - 25
15 / 10*

-10 ~ +43
-15 ~ +24

MXZ-4A71VA

7.1
3.7 - 8.8
1,930
3.44
8.48

45 - 48
702
8.6

3.4 - 9.0
1,950
4.13
8.56

46 - 50
775
710
840
330
58

6.35 x 4
9.52 x 3 + 12.7 x 1

60 - 25
15 / 10*

-10 ~ +43
-15 ~ +24

(NOTE)  Model name shows rated cooling capacity when max. quantity of indoor units are connected.
MXZ-5A100VA: 10kW at rated connected with 5 indoor units.
Running current and power input figures are for outdoor unit only.  
*If the outdoor unit is installed higher than the indoor unit, max. height is reduced to 10m.  
(Rating Conditions) Cooling: Indoor 27°C, D.B. /19°C, W.B.
   Outdoor 35°C, D.B.
 Heating: Indoor 20°C, D.B. /15°C, W.B.
  Outdoor   7°C, D.B. /6°C, W.B.

Liquid (   )

Gas (   )

l /S

l /S

NEW

Energy saving with high EER and COP
Thanks to Inverter Technology, we have realised 
higher energy efficiencies (COP: 4.56 (MXZ-
4A80VA) in heating) for your maximum comfort 
and energy savings.

Ultra quiet operation*
With the MXZ outdoor unit, its outdoor operating 
noise level is just 44dB (MXZ-3A54/4A80*) in 
cooling and in combination with the MSZ-FB25VA 
or MSZ-GE22/25VA, indoor noise can be reduced 
to an exceptionally quiet 19dB.
*Ultra quiet mode needs to be set when installed.

Remote controller
The optional wired remote controller  
(PAR-21MAA*) with Weekly Timer function 
enables 8 separate pattern settings  
each day.

Centralised on/off controller
Use the optional centralised on/off controller 
(MAC-821SC-E*) to turn each unit on and 
off individually or collectively with just one 
button.
*Requires optional interface (MAC-397 IF-E)

Lock mode
Setting of “Lock mode” prevents unauthorised operation. 
Especially convenient in places where many people gather such as 
in hotels.

Operable under low outdoor 
temperature
Cooling operation is possible even in winter with an outdoor 
temperature of -10°C. Cooling may be necessary even in winter.

Longer piping length
To ease installation work at any site, the total piping  
length is extendable up to 80* metres including up to 
15 metres in height (additional refrigerant charge may be required).
=MXZ-5A100VA

*For all models except MXZ-2A52A(20m)

=MXZ-5A100VA only
(See details below for other sizes)

COP
4.56

Indoor unit

Outdoor unitOutdoor unit

25m
15m

Max. height difference Max. piping length
each indoor unit*

Indoor
unit

dB

Only

21 
Indoor

dB

Only

44
Outdoor

MAC-821SC-E

PAR-21MAA-G

Only

19dB

15
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Publication effective November 2008. Specifications subject to change without notice. Printed in Australia.

Head Office Tokyo Building 2-7-3 Marunouchi, Chiyoda-Ku 100-8310, Japan 

Mitsubishi Electric Shizuoka Works acquired ISO9001 certification under Series 
9000 of the International Standard Organisation (ISO) based on a review of Quality 
warranties for the production of air conditioning equipment. The plant also acquired 
environmental management system standard ISO 14001 certification.

New South Wales
348 Victoria Road
Rydalmere NSW 2116
Phone	 02 9684 7555
Fax 	 02 9898 1043

Victoria/Tasmania
Omnico Business Park
Building 28
270 Ferntree Gully Road
Notting Hill vic 3168
Phone 	 03 9535 7800
Fax 	 03 9535 7801

Queensland/
Northern Territory
Unit 12, 469 Nudgee Road
Hendra QLD 4011
Phone 	 07 3623 2000
Fax 	 07 3630 1888

South Australia
77 Port Road
Hindmarsh SA 5007
Phone	 08 8340 2000
Fax 	 08 8340 0555

Western Australia
Unit 5, 329 Collier Road
Bassendean WA 6054
Phone	 08 9377 3400
Fax 	 08 9377 3499

MITSUBISHI ELECTRIC AUSTRALIA PTY LTD.
(Incorporated in New South Wales) ABN 58 001 215 792

www.MitsubishiElectric.com.au

Features Guide

Ultra Quiet : Only 19dB

Powerful Mode

i save Mode

Nano Platinum Filter

Mould Fighter

Heating at -15°C is possible

(650 x 650mm)

Heating at

-15̊C

Mold Fighter

Only

19dB

Failure
Recall

Only 200mm in Height200mm

Compact

Powerful

i save

Nano
Platinum

Products in this brochure contain R410A refrigerant. Please refer to installation instructions before installation or servicing of this product. 
Only licensed persons and companies qualified and experienced in the installation, service and repair of products containing refrigerants 
should be permitted to do so. The buyer must ensure that the person and/or company who is to install, service or repair the air conditioner 
has the necessary licences, qualifications and experience to perform the work. Suitable access for warranty and service is required. Refer 
to conditions of warranty on the Mitsubishi Electric website. 
For future improvement, specifications, designs of product and availability are subject to change without notice. 
Please check with your dealer.
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